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MCA112-L1 - Combined & Dual L.E.D

Marine grade IP66 & IP67 Beacon
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• Power supply can be linked internally to sounder using black
terminal blocks and link cables provided.

• Il est possible de relier l’al imentation en interne à la sirène au
moyen des  borniers no irs e t des câbles  de raccordement fournis à
cet effet.

• Die Spannungsversorgung kann über die schwarzen
Ans chluss blöcke und mitge lieferten Verbindungskabel intern mit
dem  Schal lgeber verbunden werden.

• L’a limentatore può essere collegato internamente al la sirena
mediante i mors etti neri e  i cavi di collegamento forni ti.

• La alimentación eléctrica puede conectars e internam ente a la
sirena mediante los b loques de terminales negros y los cables  de
conexión incluidos con el conjunto.

• A a limentação e léctrica pode ser ligada internamente ao avisador
sonoro utilizando os  blocos pretos de terminais  e os  cabos  de
ligação fornecidos.

• Strømfors yningen kan forb indes internt med alarm gengiveren ved
hjælp af sorte klemrækker og de medfølgende forb indels eskabler.

• De voeding kan intern worden aangesloten op de sounder via  de
meegeleverde zwarte contactstroken en verb indingskabels.

• Strømtilførsel  kan l inkes  til  alarm horn internt ved å bruke svarte
rekkeklem mer ogkoplingskablene som følger m ed.

• Strömmen ansluts internt till högtalaren med medföljande svarta
plintblock och kablar.
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Voltage : 24vdc 48vdc 115vac 230vac 24vac

50/60Hz 50/60Hz 50/60Hz

Voltage range : 10-50vdc 10-50vdc +/-10% +/-10% +/-10%

Current mA : 400mA 230mA 140mA 70mA 380mA

Current
consumpt ion
for L.E.D
beacon
module.Please see MA112 Instruction

manual for installation details
relating to the alarm sounder
module of the MCA112-L1.
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ISN3605-A
No liabil ity i s acce pted for an y con seque nce of  the use of  this docum ent. The te chnical spe cification of th is uni t is subje ct to chang e with out n otice due
to our po licy of con tinua l prod uct d evelop ment.  All d imensions a re ap proxim ate.Th is un it is sold subject to our standard cond ition s of sale, a copy of
whi ch is availa ble on  reque st.

ATTENTION

•Disconnect from power source to prev ent electrical shock before installing and serv icing

•Couper l’alime ntation pour empê cher tout c hoc é lectrique av ant d’effec tuer des trav aux  d’ins talla tion e t d’e ntretien.

•Vor der Installation und Wartung v on der Spannungsquel le abnehmen,  um e lektrische Schläge zu v ermeiden.

•Prima del l’ins tallazione e della manutenzione s pegnere l’a limentazione elettrica  per e v itare scos se elettric he.

•Des conecte la alimentación para ev itar de scarga s elé ctrica s antes de la instala ción y mantenimie nto

•Antes de insta lar ou de fazer a manutençã o desl igue sempre  da a limentação eléctrica para e v itar choques eléctric os.

•Strømmen skal a fbrydes v ed insta llering og eftersyn for at undgå elektr isk stød.

•Los koppelen v an de e lektrische v oeding om e lektrische schok v óór instal latie en onderhoud te v oorkomen.

•Før monte ring e ller v edlik ehold,  må spenningen koples fra  for å unngå s trømstøt.

•Bryt strömmen innan instal lation och underhåll för att förhindra  elektriska stöta r stötar.

DC units

AC units

Pattern  selection
p in  headers

P
C

B Edge

P atte rn Pattern Pattern P attern Pattern Pattern Pattern Pattern P attern
1 2 3 4 5 6 7 8 9

Stage   L .E .D Pattern Descrip tion Stage Stage
1 2 3

1 All on 9 8
2 Rotating 3 LED on Fast 7 1
3 Rotating 6 LED on Fast 8 1
4 Rotating 3 LED on S low 9 1
5 Rotating 6 LED on S low 6 1
6 Double  strike  strobe 1Hz 9 1
7 Single strike strobe 2Hz 3 1
8 Double  strike  strobe 2Hz 3 1
9 Alternate side flash 1 :1  2Hz 3 1


